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munro Munro Complete PRO II with On Demand Controls

ENCLOSURE – Lockable powder-coated 
stainless steel offers durable, non-corrosive 
housing to stand up to the elements.

PUMP CONTROL – Pressure Start 
Control Box in UL-50 Type 3R 
enclosures features on-demand start.

UNIVERSAL DESIGN – Interchangeable 
side panels allow for pump to face left 
or right.

Switching relay

24V Reduced external
voltage transformer

FITTINGS AND ACCESSORIES – From 
our one-of-a kind Munster fitting to 
the long-lasting hose and electrical 
components included, the Munro 
Complete PRO II is complete with  
everything you need.

The easiest installation is now available with on demand controls 
The Munro Complete PRO II is already the total package, complete with a professional grade pump, the highest quality 
pump control, and simplified plumbing connections, all housed in a unique enclosure designed specifically for a pump.

Now, the Complete PRO II is available with our Pressure Start Control Box. Grab your hose and water your plants or 
wash down the driveway. The pump will automatically run on your demand for water. No need for a pressure tank!  On 
demand controls utilizes flow and pressure to detect water demand.

PUMP – Our LP Series centrifugal pumps are 
durable and long lasting with industry-
leading performance to horsepower. Offered 
in 3/4 - 3 hp, all sizes come with top-of-the-
line components that are only available as 
costly upgrades on other pumps.

High temp low psi 
reset button

Pressure switch

Lockable

Fused block

Features and Benefits 
• Does not require a pressure tank
• Check valve included on discharge,
  to avoid cycling
• Constant pressure available at 50 PSI   
  down stream with various system flow rates
• Choose from 110 volt or 220 volt
• Low 24 volts to external switches
• Comes fully plumbed, including Pressure 
  and Flow switches, for ease of installation

NOTE: A water tight system is required.
Air leaks in the system will cause the pump to 
short cycle.

Time delays

Easy to connect switches
to terminal strip

Flow switch



HP Phase Standard
Voltage Discharge Suction

Dimensions
Control Approx Ship
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NumberHeight Length Depth
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1

208-230

Pressure Start 
Control Box.

109 CP075B220AYFT

1 110 CP100B220AYFT

1 1/2 120 CP150B220AYFT

2 208-230 128 CP200B220AYFT

3 230 143 CP300B220AYFT
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Munro Complete PRO II with On Demand Controls

Easiest to select & specify – One 
professional package includes pump, smart 
controls and enclosure.

Trouble-free components – High quality 
materials for a clean, durable installation you 
will be proud of.

Hassle-free installation – Comes complete. 
No parts to forget, no need for shortcuts. No 
fuss, no errors.

2-year warranty – Upgrade to the Complete 
PRO II and your warranty goes from 1-year 
to 2-years.

               3/4             109              CP075B220AYFT  

                1               110              CP100B220AYFT              

           1 1/2                120              CP150B220AYFT          

                2                128              CP200B220AYFT              

                2                168              CP1502B220AYFT            

                3                  143              CP300B220AYFT              

Available in 3 phase, must specify line voltage. Contact 
Munro for other control, phase or voltage options. Lead 
times vary for specialty or custom options.

All measurements are approximate and are subject to 
change. See our website for complete dimensions and 
specifications.

Pressure Start 
Control Box1 208-230 36”1 1/2” 23 1/4”2” 19 1/2”


