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MUNRO MXS MULTISTAGE BOTTOM SUCTION SUBMERSIBLE PUMP SPECIFICATION
A. The MX series multi-stage bottom suction submersible pump shall be constructed of a five-inch diameter stainless steel outer shell, stainless steel shaft and bowl chambers and stainless steel impellers. The motor shall be mounted at the top of the pump such that water passes by the motor cooling it. Suction shall be at the bottom of the pump, allowing draw down to 4-1/2”.

B. The pump end shall have a threaded discharge size of 1-1/4 inches. 

C. The pump motor shall have thermal protection included and come with 15 feet of 16/3-gauge cable.


D. The pump shall be capable of providing XXpsig @ XX gallons per minute.
 
E. The pump and motor shall be Munro MX202S11 ¾ HP 110 volt single phase with an amp draw of 8.5 amps and approximate length of 15.75 inches. 

F. Pump to be as manufactured by Munro (Munro Companies, Inc.) Grand Junction, CO.
Note: Items in bold to be removed or amended to fit the specific project. Replace pump call out in item E with pump information from chart below as required for the specific project.
	Model Number
	HP 
	Voltage
	Phase
	Amp Draw
	Weight (lbs)
	Dimensions (in)

	
	
	
	
	
	
	Diameter
	Length 
	Discharge

	MXS202S11
	 3/4
	110
	1
	8.5
	29
	5
	15.75
	1.25

	MXS203S11
	1
	110
	1
	10.5
	29
	5
	17.5
	1.25

	MXS203S22
	1
	220
	1
	5
	29
	5
	17.5
	1.25

	MXS204S11
	1.2
	110
	1
	13.5
	38.5
	5
	20
	1.25

	MXS204S22
	1.2
	220
	1
	7
	38.5
	5
	20
	1.25

	MXS205S22
	1.5
	220
	1
	8
	40
	5
	21
	1.25

	MXS206S22
	2
	220
	1
	9.5
	46
	5
	23
	1.25


[image: image1.jpg]