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MUNRO RP SERIES SUBMERSIBLE PUMP (1/2 HP– 5 HP) SPECIFICATION
A. The RP series submersible pump shall be of continuous duty design consisting of a stainless steel outer case and shall be able to be installed vertically or horizontally. The impeller shall be of an enclosed channel design and manufactured of chrome steel construction (2-5 HP Models), open vein impeller (1/2 HP-1HP Models). The pump shall have a thermally protected motor. There shall be an abrasion resistant double mechanical shaft seal with the upper seal made of carbon/ceramic and the lower seal made of silicon/silicon. The RP series pump shall include a steel strainer mounted at the suction of the pump to prevent large solids from clogging the pump. The RP series pump shall also include a sealed cable entry and built in lift ring for easy lifting with machinery.
B. The pump and motor shall be Munro RP0302S22 2 HP 230volt single phase with an amp draw of 9 amps and approximate length of 21 inches. The RP Series pump shall have a threaded discharge size of 3 inches and a solids handling capability up to .31 inches. 
C. The pump shall be capable of providing XXpsig @ XX gallons per minute. 
D. Pump to be as manufactured by Munro (Munro Companies, Inc.) Grand Junction, CO.
Note: Items in bold to be removed or amended to fit the specific project. Replace pump call out in item B with pump information from chart below as required for the specific project.

	Model Number
	HP 
	Max Head (ft)
	Max
Capacity
(gph)
	Voltage
	Phase
	Amp Draw
	Weight (lbs)
	Dimensions (in)
	Solids passing (in)

	
	
	
	
	
	
	
	
	Diameter
	Height
	Discharge 
	

	RP35S11
	0.5
	10
	11,100
	110
	1
	8.4
	55
	8.75
	19
	3
	0.5

	RP41S11
	1
	13
	166,800
	110
	1
	10.4
	57
	8.75
	19
	4
	0.5

	RP41S22
	1
	13
	166,800
	220
	1
	5.2
	57
	8.75
	19
	4
	0.5

	RP0302S22
	2
	60
	11,400
	230
	1
	9
	95
	9.37
	21
	3
	0.31

	RP0403S22
	3
	63
	18,300
	230
	1
	13.4
	103
	9.37
	21
	4
	0.43

	RP0405T22
	5
	84
	22,500
	230
	3
	12.8
	103
	9.37
	21
	4
	0.43
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